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� High rating miniature PCB Relay.
� AC & DC coil are both available.
� UL/CUL and VDE approved.
� 17A 277VAC SPDT.
� 12A 277VAC DPDT.
� Low profile 15.7mm and high insulation Class F.
� High CTi 250 material & New Glow Wire Aprroved.
    (E Version)
� Special Version for inrush rating application is available
    (888-IT type)
� Comply with RoHS-Directive 2002/95/EC
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Coil operating range DC
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Ambient temperature (°C)

A: contact resistive load 0A
B: contact resistive load 8A
C: contact resisitve load 17A
D: pick-up voltage with preenergized coil 1.1 Un 
     and contact current 17A
E: pick-up voltage

17
0.1

0.3

0.5

1

2

5

10

17

30

100

 1           5     10      20           50          100   200  300         1000

Maximum switching capacity DC load

S
w

itc
hi

ng
 c

ur
re

nt
 (A

)

Switching voltage (V)

Life expectancy

Resistive load

888



Song Chuan / Industrial Relay Catalog

270109

80

100

120

140

160

180

200

220

240

 0               20             40             60             80            100
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Coil operating range AC
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Ambient temperature (°C)

A: contact resistive load 0A
B: contact resisitve load 17A
C: pick-up voltage with preenergized coil 1.1 Un
    and contact current 17A
D: pick-up voltage
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2 poles DC coil

Coil operating range DC
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Ambient temperature (°C)

A: contact resistive load 0A
B: contact resistive load 2 x 8A
C: contact resisitve load 2x 12A
D: pick-up voltage with preenergized coil 1.1 Un 
     and contact current 2x8A
E: pick-up voltage
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2 poles AC coil

Coil operating range AC
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Ambient temperature (°C)

A: contact resistive load 0A
B: contact resistive load 2 x 10A
C: pick-up voltage with preenergized coil 1.1 Un 
     and contact current 2x8A
D: pick-up voltage
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