
1.1/153

1

ACCESSORIES: MAGNETIC SENSORS
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Note: Individually packed

MATERIAL
Circlip: stainless steel
Sensor holder: plastic

SENSOR CIRCLIP

Alesaggio
8÷63

Codice
W0950001103

Modello
SENSOR CIRCLIP

SLIM SENSOR

Description
HALL N.O. SENSOR, VERTICAL INSERTION 2.5m
HALL N.O. SENSOR, VERTICAL INSERTION 300 mm M8
REED N.O. SENSOR, VERTICAL INSERTION 2.5m
REED N.O. SENSOR, VERTICAL INSERTION 300 mm M8
HALL N.O. SENSOR, VERTICAL INSERTION 2m ATEX

Code
W0952025390
W0952029394
W0952022180
W0952028184
W0952125556
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WIRING DIAGRAM TECHNICAL DATA

Type of contact
Switch
Supply voltage (Ub) V
Power W
Voltage variation
Voltage drop V
Input current mA
Output current mA
Switching frequency Hz
Short-circuit protection
Over-voltage suppression
Polarity inversion protection
EMC
LED display
Magnetic sensitivity
Repeatability
Degree of protection (EN 60529)
Vibration and shock resistance
Temperature range °C
Sensor capsule material
2.5m/2m connecting cable
Connecting cable with M8x1
Wire NO.

Reed Effetto Hall Effetto Hall
N.O. N.O. N.O.

- PNP PNP
10 ÷ 30  AC/DC 10 ÷ 30  DC 18 ÷ 30  DC
3 (peak valve=6) 3 ≤ 1.7

- ≤ 10% di Ub ≤ 10% di Ub
- ≤ 2 ≤ 2.2
- ≤ 10 ≤ 10

≤ 100 ≤ 100 ≤ 70
≤ 400 ≤ 5000 1000

- Yes Yes
- Yes Yes
- Yes Yes

EN 60 947-5-2 EN 60 947-5-2 EN 60 947-5-2
Yellow Yellow Yellow

2,8 mT ±25% 2,8 mT ±25% 2.6
≤ 0,1 mT ≤ 0,1 mT ≤ 0,1 (Ub and ta fixed)

IP 67 IP 67 IP 68, IP 69K
30 g, 11 ms, 10÷55 Hz, 1mm 30 g, 11 ms, 10÷55 Hz, 1mm 30 g, 11 ms, 10÷55 Hz, 1mm
 -25 ÷+75  -25 ÷ +75 -20 ÷ +45

PA66 + PA6I/6T PA66 + PA6I/6T PA
PVC; 2 x 0,12 mm2 PVC; 3 x 0,14 mm2 PVC; 3 x 0,12 mm2

Polyurethane; 2 x 0,14 mm2 Polyurethane; 3 x 0,14 mm2 -
2 3 3

ATEX


