
Model

Rated voltage

  Rated Output  

Condenser

Poles

Rated frequency 220V/50Hz 240V/50Hz

Starting torque 0.8 kg-cm min. 1.0 kg-cm min.

Rated torque 1.0 kg-cm min. 1.2 kg-cm min.

Rated revolution 1250 rpm 1250 rpm

 Rated current 0.23 A max. 0.25 A max.

 Rated input 50 W max. 60 W max.

1 Phase 220~240Va.c.

15W

1.2 ㎌(400~450Va.c.)

4

Revision

  8IN15GN4C-T2 / 8DGN10B / 8GN36B-1

Date : 2009. 10. 06

Specification for Motor

SHINMYUNG SERVO CO.,LTD.

SHINMYUNG SERVO CO., LTD.A4 ( 210 × 297)

  Temp. rise  

Insulation resistance

Dielectric test

Insulation class

Duty

Gear ratio

Max. torque for
gearhead

Thermal protector

Lead wires

Plug

Terminal box

Cable gland

 Shaft material 

Remark
Out line

dimension

Wiring diagram

UL3266 AWG20 3WIRE

1800V, 2mA, 1sec (between Coil and Core)

CONT.

With soft brush 4pcs

E

 SMS (Terminal cover / bracket)

S45

SEKI  ST-22 (Opening temp : 135℃ ±5℃)

100 kg-cm max.

1 : 360

N/A

Gen. Spec .&
Performances

DONG-A  (PG13.5)

Ref. DWG No. : A01-0324

75 deg. ↓ (Resistance method at Rated load)

100㏁ ↑(between Coil and core, DC 500V MEGGER)


