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DIN Rail Plug-In Surge Protectors for Telecom
DLA, DLA2 Series

Dimensions and Electrical Diagrams 

(in mm)

P : 3-electrode gas discharge tube
Pb : : 2-electrode gas discharge tube
R : Resistor
D : 3-pole clamping diode

Equipment
Line

DIN rail grounding 
option

Plug-in
module
DLAM

Plug-in
module
DLAWM

DLA
Standard Version

DLAW
Line Cut Version

DLA2
Standard Version

Equipment
Line

EquipmentLine

Bit-rate (D3 or DBC)

Nominal voltage
«1» : 1 pair
«2» : 2 pairs

Pluggable 
module
DLA2M

DIN rail grounding 
option

DIN rail grounding 
option
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Characteristics

Configuration CITEL Part Number

1 pair
2 pairs

DLA-170
DLA2-170

DLA-48D3
DLA2-48D3

DLA-48DBC
DLA2-48DBC

DLA-24D3
DLA2-24D3

DLA-12D3
DLA2-12D3

DLA-06D3
DLA2-06D3

DLA-06DBC
DLA2-06DBC

 Application
Telephone line 
ADSL 
SDSL-SHDSL

ISDN-T0
48V line

Fipway - WorldFIP
Fieldbus-H2

Leased Line
4-20mA

RS232
RS485

RS422 MIC/T2
10BaseT

Nominal Line Voltage (Un) 150V 48V 48V 24V 12V 6V 6V

Maximum Line Voltage (Uc) 170V 53V 53V 28V 15V 8V 8V

Maximum Line Current 300mA 300mA 300mA 300mA 300mA 300mA 300mA

Maximum Frequency > 10MHz > 3MHz > 20MHz > 3MHz > 3MHz > 3MHz > 20MHz
Protection Level (Up)
     8/20µs impulse - 5 kA

220V 70V 75V 40V 30V 20V 25V

Nominal Discharge Current (In)
     8/20µs impulse - 10 times

5kA            5kA                       5kA 5kA                      5kA 5kA                  5kA

Maximum Discharge Current (Imax)
     8/20µs impulse - 1 time

20kA 20kA 20kA 20kA 20kA 20kA 20kA

Impulse Current  (Iimp)
      10/350µs impulse - 2 times

5kA 5kA 5kA 5kA 5kA 5kA 5kA

tiucric-trohStiucric-trohStiucric-trohStiucric-trohStiucric-trohStiucric-trohStiucric-trohSefiL fo dnE

Mechanical Characteristics

Configuration DLA = 1 pair + shield
DLA2 = 2 pairs + shield

liar NID lacirtemmySgnitnuoM

Operating Temp. -50ºC to +85ºC

gniward eeSsnoisnemiD

²mm 5.1/4.0 noitces ssorc .xam/nim - wercs yb noitcennoCgniriW

Housing Material Thermoplastic UL94-V0

Earth Connection Via DIN rail and screw terminal

Replacement Module DLA : DLAM-xxx
DLA2 : DLA2M-xxx

Versions

DLA-xxx : standard version (line continuity after removal of plug-in module)
DLAW-xxx : specific version (line cut-off after removal of plug-in module)
DLAH-xxx : remote supply version (maximum line current = 2.4 A)
DLA2-xxx: standard version (line continuity in case of removal of plug-in modules)

Standard Compliance
NF EN 64643-21 (France)
UL497B (USA)

Surge protectors for communication circuits - Test categories C2 and D1
Surge protectors for communication circuits

Part Number
DLA 6406011 6403021 640421 6403011 6402011 6401011 640121

DLA2 640611 640312 640431 640311 640211 640111 640131

DIN Rail Plug-In Surge Protector for Telecom
DLA, DLA2 Series
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