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1. UNIT PASSES HI-POT TEST;
2000 VOLTS BETWEEN CONNECTOR
TERMINALS AND GROUND FOR 60 SECONDS.

. SWITCH OPERATION:

- WHEN ALARM SWITCH IS MOUNTED ON PRESSURE REliEF DEVICE;
BLACK AND WHITE, ORANGE AND BLUE ARE OPEN.

- SHOULD THE MECHANICAL REliEF DEVICE BE CALLED UPON
TO OPERATE; BLACK & WHITE, ORANGE & BLUE CLOSE.

- THESE CONTACTS WILL. REMAIN CLOSED UNTIL SWITCH
RESET LEVER IS MANUALLY DEPRESSED.

SWITCH RATINGS: 10 A @ 125/250 VAC
7 A (INDUCTIVE) @ 28 VDC
10 A (RESISTIVE) @ 28 VDC
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ADDED IP65 VENT TO ALARM SWITCH

ADDED WIRING DIAGRAMREFERENCENO.
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QUALiTROL~
DIMENSIONS AND TOLERANCES IN
ACCORDANCEWITH ASME Y14.5M-1994

PH.. (585) 586-1515
FAX (585) 377-0220

.1385 FAIRPORT ROAD
FAIRPORT, NY 14450
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