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SHC SMP Return Line FilterSMP Return Line Filter

Tank Machining Detail

<SMP-04> <SMP-06, 08> <SMP-10, 12>

<SMP-16> <SMP-10,12-3H>
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CODE FiltrationCODE Material

(25U)

F U※

※uW

※W

25 Micron

※ Micron

※ Mesh

※ Micron

Paper

F.Glass

SUS Mesh

SUS Mesh

-

3

2

Port Size

Reinforcement

Standard

Reinforcement

CODE

Sample Part number

- SMP-EL-06-F10U : Element for SMP-06 F.Glass Micron, 10
- SMP-EL-08 : Element for SMP-08 Micron, 25

- F U : 3,5,10,20 Micron※

- uW : 5~150 Micron, etc.※
- W : 16 ~ 400 Mesh, etc.※

·

·

·

·

·

·

·

·

·

·

SHC CO.,LTD. - 31 -

Easy to replace Element.

Max. temp. 80℃

Body Material : Die-cast Aluminum

Bowl Material : 30% glass filled nylon

Max. working pressure : 3 bar

Filtration rating : 25 Micron

Light and Compact.

With by-pass valve.

SMP are mounted semi-immersed in tank on return line.

By-pass :pressure 1.5 bar

·

·

· Available Indicator

Available Filtration : 5, 10 Micron, 100 Mesh, etc.

Available Long-type SMP-10/12 only)(

SMP - EL -  Port Size  -  Filter Medium Code   -

Replacement Element Part Number
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