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DESCRIPTION 

lndustrial Sounder 

CERTIFICA TION 

USA- UL 

BSI КМ 

Marine - MED 

Germany - VdS 

EN54-3 

DESCRIPTION 

lndustrial Xenon Beacon 

lndustrial LED Beacon Flashing 

lndustrial LED Beacon Steady 

CERТIFICATION 

Xenon beacon only 

EN54- 23 

USA- UL 

BSI КМ 

DESCRIPTION 

lndustrial Manual Call Points 

CERТIFICATION 

CPD approved 

L PCB 

VdS 

FEATURES 

• lndustrial Signalling 

• Sound output from 100 dB (А) lM 

• IP65 / NEMA 4Х Rated 

• 2 stage alarm 

• 3 2  selectaЫe tones

• Flame retardant ABS enclosure 

• Supply voltage 24, 48v dc & 115, 230v ас

• Stainless steel fixings 

• Yodalarm range 

FEATURES 

• lndustrial Signalling 

• 5 Joule Beacon

• IP65 / NEMA 4Х Rated

• Flame retardant ABS enclosure

• Polycarbonate lens in 6 colours 

• 3 60 degree visiЬility 

• High flash intensity 

• Surface mount 

• Supply voltage 24, 48v dc & 115, 230v ас 

• Yodac range 

FEATURES 

• lndustrial Signalling 

• Certified for use оп Fire Sytems 

• Manual interface emergency switch 

• WCP version IP67 & МСР version IP24 D 

• Anti Tamper facility 

• Unique 'Plug & Play' concept 

• N/O - N/O & N/C option
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