
Wse leakage free rapid electrovalves 2/2 

Wse elettrovalvole rapide a perfetta tenuta 2/2 

▪ directly  controlled valve 
▪ compact design 
▪ short switching time 
▪ no internal leakage 
▪ pressure sealed oli-immersed solinoids for direct current 
▪ easy service,solinoid can be changed without leakage 
   while the valve is under system pressure 
▪ solenoids cna be rotated 360° 

▪ valvola a spillo direttamente pilotata 
▪ design compatto 
▪ tempi di commutazione molto corti 
▪ a perfetta tenuta 
▪ solenoidi a corrente continua a bagno d’olio  
▪ service facile, solenoide può essere sostituito 
   senza perdite e metre la valvola è in pressione 
▪ solenoidi possono essere orientati a 360° 
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Technical Data – Dati Tecnici 

Wse 13/14 
D 

Wse 14.2 
NG4 (ISO 4401) 

Port Connections Patterns - Interfaccia 

Mounting screws (vit di montaggio):  

Mounting direction (direzione di montaggio): 

Ambient temperature:  

Valve mass (peso valvola): 

Hydraulic oil temperature (temperatura olio): 

Viscosity range (intervallo di viscosità): 

Max. flow (massima portata): 

N° M5 x 25 ISO 4762 

mountable in any direction (montabile in ogni  direzione) 

-5 to +50 °C 

0.38 kg with solenoid (con solenoide) 

-10 to(a) +70 °C 

10 to(a) 300 mm2/s 

4 l/min max - see Flow vs ΔP chart 
(vedere grafico Portata vs ΔP) 

General information 

Electrical Connection – Collegamenti Elettrici 

Wse 13/14 
D 

Wse 14.2 
NG4 (ISO 4401) 



Performances – Specifiche e curve 

Wse 13 Wse 14 

[1] BOBINA A TEMPERATURA 60°C 
[2] BOBINA A TEMPERATURA >100°C 

* 
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